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*Specifications and appearance are subject to change without notice.

Thank you for purchasing SEA&SEA products. Please read this instruction manual carefully prior to using  this product. 
Only with a thorough understanding of this manual’s content will you be able to use the housing correctly. After reading 
the manual, please be sure to keep it in a place where you can easily come back to it at any time. 

Ballast Weight150
Instruction Manual22110

=Always make sure that the camera, strobe, light and 
accessories are securely mounted to prevent them from 
falling off, becoming lost, causing personal injury or 
equipment malfunction. 

=Make sure that the product has been attached to the 
housing properly. Improper attachment may result in 
damage to the housing.

=When in use, check the Ball Joint knobs or screws of 
Sea Arm Base/Stay Set or accessories, and tighten them 
when they loosen. 

=Do not bend or apply excessive stress to this product.
=Do not assemble the arm or other underwater 

photography equipment in sandy or dusty environments. 

=Avoid strong shocks/impacts or excess stress to prevent 
malfunction, damage or breakdown. Make sure that the 
product has been securely mounted to other products in 
order to prevent injury, fall or missing.

=Do not leave the product in places with hot temperatures 
such as inside of a car or in a car trunk in summer. 

=Do not store the product in wet or high humidity place, to 
avoid mold, rust, corrosion or malfunction.

=SEA&SEA SUNPAK Co., Ltd. will not be responsible for the 
replacement or compensation for cameras, lenses or those 
accessories damaged due to your invalid operation.

=SEA&SEA SUNPAK Co., Ltd. assumes no liability for errors 
or discrepancies in this manual.

=SEA&SEA SUNPAK Co., Ltd. assumes no liability for 
compensation of loss of captured images or expenses 
caused by loss of images, even if you are unable to shoot 
due to a product defect or malfunction.

=Specifications and appearance are subject to change 
without notice. 

Precautions
Failure to heed the precautions listed below could result in serious consequences. To prevent injury or damage 
to yourself and/or others, please observe the precautions as they contain highly important information related to 
personal and product safety.

Situations that could result in severe injury or death. WARNING
Situations that could result in property damage or personal injury.  CAUTION

CAUTION

=Keep out of reach of children to prevent accidental 
ingestion. If swallowed, seek medical advice immediately.

WARNING

=This product is delivered with the fixing screw mounted 
on position A.  Make sure to change the screw position 
when using a housing model for position B.

=A wrong attachment direction may result in damage to 
the housing and may lead to water leakage. 

Align the thick part (front 
side) indicating the position 
and product name with the 
housing's lens bayonet side, 
and the thin part (back side) 
to which the rubber plate is 
attached with the housing's 
back door.

CAUTION
=While using this product, you cannot attach the optional 

stays to the housing.

CAUTION

CAUTION

CAUTION

=Please make sure not to lose the spacer that is mounted 
on the fixing screw.

Maintenance and Storage
=Never use chemicals, cosmetics, any petroleum solvents 

such as paint thinner, or neutral detergent on the product.  
They may deform and damage the product.

=After each use in salt water, make sure it’s watertight, 
then soak it sufficiently in fresh water.

=Insufficient soaking causes damage by salt to the product. 
Salty residue may be left on the product where it will 
crystallize as it evaporates. Crystallized salt is hard to 
dissolve and difficult to be removed once formed, and it 
will result in water leakage.

=After rinsing, dry the product well with a soft dry cloth, 
then let the product dry in the shade, out of direct 
sunlight.

=Do not dry the product by heating (using a hair dryer, for 
example). Heating can deform and damage the product.

=If you will not use the product for an extended period of 
time, store it away from high temperatures, high humidity, 
direct sunlight, or extreme cold.

=Do not store the product with naphthalene or camphor 
mothballs, or in locations such as a laboratory where 
chemicals are used. This environment can cause mold, 
rust, corrosion or malfunction.

=The position of the fixing screw depends on the 
model of your housing as follows.

・Position A: DX-3000, 3000G, 5000G, 8000G,  
750G, 860G, 1200HD

・Position B: DX-1G, 2G

While holding down the screw tip, turn the fixing screw 
counterclockwise using the included turnscrew ring.

*Current as of May 2009: Please refer to our website 
(http://www.seaandsea.jp) for the latest information.

Identification of Parts Specifications

0849-Z-01
(Current as of May 2009)

Removing the fixing screw

Front-back direction 

Check to ascertain the position of the fixing 
screw

1

Check to ascertain the direction of attachment 
to the housing

2

3

Construction�Brass
Dimensions� Approx. 55 (DIA) ×15 (D) mm /
� 2.2 × 0.6 inches

Weight� Approx. 160g / 5.6oz 
	 (incl. fixing screw and spacer)
	 Approx. 150g / 5.3oz (body only)
Accessories�Turnscrew ring, Instruction manual (this manual)

=Position the ridge on the top surface of this product 
along the frame of the tripod screw plate on the 
bottom of the housing.

=Make sure that there is no gap between the rubber 
plate and the tripod screw plate, and then tighten 
the fixing screw.

CAUTION
If the fixing screw is tightened up despite there being a gap 
between the rubber plate and the tripod screw plate, with 
the ridge getting up on to the frame, the housing will 
break and the internal camera will become flooded with 
water and damaged.  Pay extra attention to the gap.

How to Use
Attach this product to the housing, align the 
fixing screw with the housing's tripod screw 
hole, and turn the fixing screw clockwise 
using the turnscrew ring

*Align the ridge with the frame.

CAUTION
Make sure that the ridge is not 
riding up on to the frame.

Align the rubber plate (top surface) with the tripod screw 
plate on the bottom of the housing.

Top-bottom direction

＜Top surface＞ ＜Bottom surface＞
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